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Analysis:

Proposed Architecture and Materials

The building is being remodeled as a single-story retail building. The existing roof will be demolished
including a canopy overhang and four support columns at the side entrance from the parking lot to the
east of the building. The applicant proposes to raise the parapet walls on three sides to match the height
of the rear portion of the building. The current building facade is stucco and the applicant is proposing
to use EIFS for the remodeled portions of the building.

A new storefront entrance with mill finish aluminum frames and clear glass is proposed to replace the
arches and columns on the existing front facade. The windows on either side of the entrance will
remain, however, they interior of the glass is proposed to have black film applied to screen the shelving
system of the store displays against the windows. Red fabric awnings are proposed over the existing
windows per staff’s request.

The front two-thirds of the building are proposed to be painted ‘Quest Gray’ on the bottom with a
raised band of ‘Positive Red’ separating the bottom portion of the building with the upper sign band
area painted ‘Anew Gray’. A ‘Pacer White’ cornice feature with ‘Show Stopper’ red metal coping is
proposed for the top of the parapet wall. The cornice ends with the lower raised red band at the back
third of the building, however, the red metal coping continues around the top of all walls of the
building.

On the east elevation of the building facing the parking lot, the double door storefront will be removed
and infilled with EIFS. A window similar to the window that exists to the right of this area will be
installed in place of the doors. All windows are proposed with black glazing on the interior.

On the west elevation facing Draper Drive, the existing windows will remain. The existing storefront
with a wood door with glass panel was originally proposed to be removed and infilled, however, staff
requested that it remain. The applicant proposes to paint the frames of the window black to match the
others and paint the door ‘Quest Grey’ to match the walls, seal the door shut and remove the hardware
as it will not be used as an egress. Staff’s recommendation was to replace the wood door with a black
metal frame with glass panel door to match the window frames. The applicant stated the condition of
the existing storefront would make it very difficult and costly to fit a new door.

The rear third of the building will remain as solid walls painted ‘Anew Grey’. The existing rear doors
including the roll-up door are proposed to be painted ‘Anew Grey’ to match the walls. The bollards
near the rear of the building are proposed to be painted ‘Quest Grey’.

While it is a moderate improvement to existing conditions, staff would like to have seen better guality materials and design
elements as was used on adjacent properties and is recommended in the Community Appearance Plan, which places a
preference on quality materials and a design that works with surrounding architecture. In general, staff is in support of the
proposed design as an improvement to existing conditions and appreciates the applicant’s willingness to compromise on
some design elements requested by staff.

Proposed Site Changes

The applicant is proposing minor updates to the site including the removal of the existing hand rail in
front of the entrance adjacent to the handicapped parking and any existing ground lights. New concrete
will be poured in a small area to the rear of the building and to redo the front entry sidewalk. No
changes are proposed to the parking lot other than to patch, repair and restripe.

2



Agenda Item: 8
BAR Meeting: 07/29/2015

Landscaping

Staff requested the following landscape modifications to the site:

e Remove the invasive species located against the front of the building.

e Add 30 inch high hedgerows adjacent to parking areas to be screened from right of way as
required by City Code and noted on the approved landscape plan. (See highlighted areas on
attached landscape plan.)

e Add two ornamental deciduous trees to the rectangular planting area to the north east of the
building and one ornamental deciduous tree to the triangle planting area to the south east of the
building, “Thundercloud’ Purpleleaf Plum or equal.

Staff also requested that a section of pavers in disrepair leading to the sidewalk to the east of the
building be removed from the landscape area and that the applicant replant the area with grass.

The applicant has stated there is no objection to staff’s request, however, noted that plantings may not
occur until the spring.

Equipment Screening, Site Lighting
All rooftop equipment will be screened by the EIFS panels surrounding the top of the building.

No changes are proposed for the parking lot lighting other than general maintenance and repair. D-
Series Size 1 LED wall luminaires with a black finish are proposed on all four sides of the building.
Dual Lite Indoor/Outdoor Emergency lights in black are proposed over the front and rear entrances.

Staff believes that the screening and lighting proposed are consistent with the general recommendations of the Community
Appearance Plan and zoning ordinance requirements.

RECOMMENDATIONS

The proposed plan is consistent with the City’s design criteria. Staff therefore recommends that the
application be approved with the following conditions.

1. The proposed construction, materials, and colors shall conform to the elevations and material
samples provided by the Applicant, and as may be modified below or as may be modified to
reflect any additional improvements that may be required by the Zoning Ordinance, Building
Code and/or the Board of Architectural Review, and as may be modified by the Director of
Community Development and Planning.

2. The applicant shall secure all required building and sign permits prior to installation of signs.

3. The applicant shall install hedgerows and three deciduous trees as identified in the staff report
and on the marked up approved landscape plan per City standards.
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ATTACHMENT #1
Relevant Regulations

Sec. 110-1071. Designation of districts.

(a) The architectural control overlay district is hereby designated as all land in the city which is located
outside an historic district and zoned for other than single-family detached residences. In addition, any
lot, parcel or area of land within any area zoned for single-family detached residences outside an
historic district which is used for other than single-family detached residences or which is the subject of
an application for a special use permit or building permit involving any such other use shall be part of
the architectural control overlay district. The provisions of this article shall not apply to single-family
attached residences after such residences have been initially erected.

Sec. 110-1072. Approval required for improvements.

(a) No structure or improvement located on any land within the architectural control overlay district,
including significant landscape features appurtenant to such structure or improvement, shall be erected,
reconstructed, altered or restored until the plans for the exterior architectural features and landscaping
have been approved by the board of architectural review or the city council in accordance with the
provisions of article XIX of this chapter. Plans for signs appurtenant to new and renovated shopping
centers, and as otherwise provided for multi-tenant commercial buildings in subsection 110-180(b) shall
also be subject to board of architectural review or the city council approval. The board of architectural
review shall confine its review and approval to only those features which are subject to view from a
public street, way or place. The provisions of this article shall not apply to regular maintenance of a
structure, improvement or site; however, an exterior color change of a structure, or substantial portion
thereof, shall be deemed an alteration and not regular maintenance.

Sec. 110-915. Powers and duties.
The board of architectural review shall have the following powers and duties:

(2) To review and decide any application requesting approval for exterior architectural features of any
structure, improvement or significant landscape feature associated with such structure or improvement
to be erected, reconstructed or substantially altered in an architectural control district.

Sec. 110-259. - Parking area landscaping.
(a) Surface parking areas.
(1) Perimeter landscaping requirements.
a. Where parking area is adjacent to right-of-way. Each off-street parking area which is

adjacent to a public right-of-way shall be separated from such right-of-way by a
landscaped strip of not less than the width of the required building restriction area for
the zoning district within which such parking area is located. Such strip shall contain an
earthen berm, compact evergreen hedge or an equal or better alternative approved by
the director. Landscaping shall be no less than 30 inches in height at the time of
installation and mulched to a depth of at least four inches. In addition, such strip shall
contain at least one deciduous tree not less than 3%z inches in caliper measured six
inches above the ground level for every 500 square feet of required landscaped strip.



Legend:

L-1 All trees to remain

All existing ground cover (grass) to remain, TYP.

L-3 Remove existing pavers & plant grass to match
existing adjacent

L-4 Maintain & provide new shrub plantings as required
to provide 30" high screening from street.

Provide new ornamental deciduous tree plantings.

(3) Total 'Thundercloud' Purpleleaf Plum or equal.

Existing Landscaping to Remain
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We offer for your review proposed improvements to an existing
building location 9738 Fairfax Blvd. Fairfax, VA on the behalf of
Advanced Auto Parts. Please see SK-7 for existing exterior
conditions.
Proposed exterior improvements are minor in nature and consist of
the following:
-Existing landscaping shall remain and be restored to
enhance site.
-Exterior improvements will not increase the footprint of the
existing building; there will be no change in building's widths.
-The facade will be reconfigured to have a new continuous
parapet that aligns with the height of the uppermost existing
parapet, while shrouding completely new roof top units as
shown in rendered elevations. There will be no increase to
the existing parapet height. Additionally, facades will be
painted and have new wall mounted luminaires.
-The south facade will have a new storefront entrance and
new signage (under a separate signage permit).
-Existing handicapped ramp to be upgraded and improved
per Advanced Auto Parts Standards.
-Repair/maintain existing site lighting fixtures.
-All trash cans chained to light posts shall be removed.
-Donation bin in parking lot to be removed.

Scope of Work:

airfax: Blvd

Existing Landscaping to Remain

9738 FAIRFAX BLVD. FAIRFAX, VA

SK-1

SCALE : 1/8"=1'0"

16.177 2015-07-17
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Proposed Exterior Materials: SF-2 SF-1 SF-2
Metal Coping: Show Stopper - see SK-6 Paint: Pacer White - see SK-6 SF-1 ) New Storefront Entrance / Glazing system clear glass
Mill Finish aluminum
m Paint: Positive Red - see SK-6 LT-1 Emergency Luminaire - see SK-6 SF-2 ) Existing Storefront to remain / Mill finish aluminum.

Paint: Anew Gray - see SK-6
m Paint: Quest Gray - see SK-6

L2M

ARCHITECTS

LED Wall Luminaire - see SK-6

S-1

Reverse Channel Signage - Separate Permit

PROPOSED EXTERIOR ELEV. FOR ADVANCED AUTO PARTS - SOUTH

Black, non-reflective film to be applied to inside face

of glazing

RTU-1 ) New Rooftop Unit (beyond)

9738 FAIRFAX BLVD. FAIRFAX, VA

SK-2

SCALE : 1/8" = 10"

15.177

2015-07-17




LT-2 (RTU-1

(LT-2
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OUTLINE OF ROOF AND PARAFPET BEYOND

LT-2

] ] EXISTING BOLLARD(S) TO REMAIN.
Proposed Exterior Materials: PAINTED TO MATCH (P-4)

Metal Coping: Show Stopper - see SK-6
Paint: Positive Red - see SK-6

Paint: Anew Gray - see SK-6

Paint: Quest Gray - see SK-6

L2M

ARCHITECTS

SF-2

Paint: Pacer White - see SK-6
LED Wall Luminaire - see SK-6
Existing Storefront to remain / Mill finish aluminum.

Black, non-reflective film to be applied to inside face
of glazing

PROPOSED EXTERIOR ELEV. FOR ADVANCED AUTO PARTS - WEST

SF-3

Existing Storefront to remain. Paint frames to match

existing adjacent. Seal door shut and remove hardware,
paint to match P-4. Black, non-reflective film to be applied
to inside face of glazing

RTU-1 ) New Rooftop Unit (beyond)

9738 FAIRFAX BLVD. FAIRFAX, VA

SK-3

SCALE : 1/8" = 10"

16177 2015-07-17



OUTLINE OF ROOF AND PARAPET BEYOND

P-5
P-3
P-4

b d Exterior Materials: EXISTING DOOR/FRAME PAINTED ~ — EXISTING BOLLARD(S) TO REMAIN. EXISTING ROLL-UP DOOR/FRAME PAINTED
roposed Exterior Materials: TO MATCH ADJACENT WALL (P-3) PAINTED TO MATCH (P-4) TO MATCH ADJACENT WALL (P-3)

Metal Coping: Show Stopper - see SK-6 Paint:Pacer White - see SK-6

E Paint: Positive Red - see SK-6 LT-1 ) Emergency Luminaire - see SK-6

Paint: Anew Gray - see SK-6 LED Wall Luminaire - see SK-6

m Paint: Quest Gray - see SK-6 New Rooftop Unit (beyond)
L2M

ARCHITECTS PROPOSED EXTERIOR ELEV. FOR ADVANCED AUTO PARTS - NORTH 9738 FAIRFAX BLVD. FAIRFAX, VA

SK-4 SCALE : 18" = 10" 15177 20150117




OUTLINE OF ROOF AND PARAPET BEYOND

LT-2 )  (RTU-1

P-1

P-5

SF-2 EXISTING BOLLARD(S) TO REMAIN.
PAINTED TO MATCH (P-4)

Proposed Exterior Materials:
Metal Coping: Show Stopper - see SK-6 E Paint: Pacer White - see SK-6 RTU-1 ) New Rooftop Unit (beyond)
(_P-2 ) Paint: Positive Red - see SK-6 LT-2 ) LED Wall Luminaire - see SK-6

Paint: Anew Gray - see SK-6 Existing Storefront to remain / Mill finish aluminum.

Black, non-reflective film to be applied to inside face

m Paint: Quest Gray - see SK-6 of glazing
ARCHITECTS PROPOSED EXTERIOR ELEV. FOR ADVANCED AUTO PARTS - EAST 9738 FAIRFAX BLVD. FAIRFAX, VA
2015-07-17

SK-5 SCALE : 1/8" = 1'-0" 15.177




P-1

P-2

P-4

P-5

FN99

SW 6098

SHIYM 49004

L2M

ARCHITECTS

LT-1

EXTERIOR LIGHTING & PAINT COLOR SWATCHES

LT-2

9738 FAIRFAX BLVD. FAIRFAX, VA

L

SK-6

SCALE : NTS

16.177

2015-07-17



L2M

ARCHITECTS

SOUTH ELEVATION- FAIRFAX BLVD.

EAST ELEVATION

EXISTING EXTERIOR ELEVATIONS

WEST ELEVATION- DRAPER DR.

NORTH ELEVATION

9738 FAIRFAX BLVD. FAIRFAX, VA

(R

SK-7

SCALE : NTS

15477 2015-07-17




DEMOLITION SITE PLAN KEY NOTES: NEW WORK SITE PLAN KEY NOTES:

<> PORTION OF EXISTING SIDEWALK AND CURB TO BE DEMOLISHED AND REMOVED. COORDINATE EXTENTS WITH NEW

NEW PORTION OF CONCRETE SIDEWALK.. SLOPE CONCRETE WALK AWAY FROM BUILDING 1/8 " PER FT. FOR POSITIVE

WORK PLANS. C DRAINAGE AND PROVIDE BROOM FINISH. SEE STRUCTURAL PLANS.

<2> EXISTING HAND RAIL TO BE DEMOLISHED AND REMOVED. @ NEW SLOPED PORTIONS OF SIDEWALK AND PORTION OF FLUSH SIDEWALK WITH ASPHALT. COORDINATE WITH L2M ) )

811 Cromwell Park Drive, Suite 113
RE-STRIPING IN FIELD. Cromwell Business Park at BWI
<3> EXISTING GROUND LIGHTS TO BE DEMOLISHED AND REMOVED. Glen Burnie, Maryland 21061
@ EXISTING PARKING LOT TO BE PATCHED, REPAIRED, AND RE—-STRIPED BY OTHERS. L2M@L2M.com

<4> PORTION OF EXISTING ROOF AND COLUMNS TO BE DEMOLISHED IN THEIR ENTIRETY. SEE DEMOLITION PLAN. Phone 410.863.1302

Fax 410.863.1308

ARCHITECT OF RECORD:

Jeffrey D Mahler

architect

940 Burnett Ave.
Arnold, MD 21012
410-863-1302
Jeffrey D Mahler RA, ATA
Practicing as an Individual

Virginia License # 009215

FAIRFAX, VA

9758 FAIRFAX BLVD.
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GENERAL NOTES: EXTERIOR ELEVATION KEY NOTES:

1. ALL EXTERIOR SIGNS ARE PROVIDED AND INSTALLED BY ADVANCE AUTO PARTS. ALL ELECTRICAL CONNECTIONS ARE

BY ELECTRICAL CONTRACTOR. REFER TO ELECTRICAL DRAWINGS FOR ADDITIONAL  INFORMATION. <> PROVIDE OLDCASTLE GLASS VISTAWALL SERIES FG 3000 2" x 4 1/2" MULLION PROFILE, CENTER SET, EXTERIOR NOT USED.
LOADED FLUSH GLAZE STOREFRONT SYSTEM WITH 1" CLEAR LOW 'E’ INSULATED GLASS. STOREFRONT SYSTEM N ol Park Drive. Suife 113
2. ALL CONCRETE MASONRY UNITS SHALL BE NORMAL WEIGHT CONCRETE, 7-%" X 7-%" X 15-%", WITH 3" MORTAR COLOR TO MATCH BUILDING STANDARDS. REFER TO RESPONSIBILITY MATRIX FOR ADDITIONAL INFORMATION. NO NOT USED. Crommo b s Ptk at BWI
JOINTS, WITH TOTAL COURSE HEIGHT TO EQUAL 8”, IN RUNNING BOND PATTERN. SUBSTITUTIONS. SEALANT COLOR TO MATCH EXISTING. Glen Burnie, Maryland 21061
NOT USED. L2M@L2M.com
3. PROVIDE TOOLED CONCAVE MORTAR JOINTS UNLESS NOTED OTHERWISE. PATCH AND REPAIR EXISTING WALL WITH STUCCO FINISH TO MATCH EXISTING. PAINT PER AAP STANDARDS. Phone 408631302
NOT USED. > 005

4. ALL CONTROL, BUILDING AND EXPANSION JOINTS TO BE INSTALLED PER ASTM, CONCRETE AND /OR BRICK INDUSTRY HATCH AREA REPRESENTS AREA OF TEMPERED GLAZING.

STANDARDS AS APPLICABLE. UNIT HEATER THRU WALL EXHAUST VENT CAP — PAINT TO MATCH ADJACENT WALL.. REFER TO MECHANICAL
G.C. TO PROVIDE & INSTALL 5 3/4” VINYL WHITE ON BLACK ADDRESS NUMBERS BY MFR: 'FAST SIGNS' ON FRONT SHEETS FOR ADDITIONAL INFORMATION.
WINDOWS CENTERED OVER DOOR, BOTTOM EDGE OF NUMBER SHALL SET 4" ABOVE FRAME — REFER TO DETAIL 5/A6

FOR ADDITIONAL INFORMATION.

o. PROVIDE SEALANT AT ALL UNLIKE MATERIALS.
GAS METER — PAINT TO MATCH ADJACENT WALL. REFER TO MECHANICAL SHEETS FOR ADDITIONAL INFORMATION.

ARCHITECT OF RECORD:

LINE OF ROOF BEYOND. NOT USED.
EMERGENCY LIGHT, REFER TO ELECTRICAL SHEETS FOR ADDITIONAL INFORMATION. NEW RAPID—LOK METAL COPING AS MANUFACTURED BY ATAS INTERNATIONAL, INC. INSTALLED PER ]effrey D Mahler
MANUFACTURER’'S SPECIFICATIONS. COPING TO BE FACTORY FINISHED 'BRITE RED (17). architect
/ RTA VINYL EXISTING STOREFRONT TO BE REMOVED AND INFILLED. SEE PLANS AND DETAILS 040 et Ave,
/ “ORACAL 651 WHITE, 2.5 MIL VINYL DEMOLISH EXISTING CANOPY AND ROOF IN ITS ENTIRETY. Arnold, MD 21012
XXXX -COLORS ARE WHITE ON BLACK NOT USED. 410-863-1302
N _FONT SIZE IS 5.75" PORTIONS OF EXISTING ROOF TO BE DEMOLISHED. COORDINATE WITH SECTIONS ON SHEET A7 AND STRUCTURAL Jeffrey D Mahler RA, AIA
< 300" BLACK. OUTLINE REFER TO ELECTRICAL DRAWINGS FOR SIGNAGE REQUIREMENTS. SIGNAGE IS PERMITTED SEPARATELY AND PLANS. Practicing as an Individual

02" BLEED INSTALLED BY OTHERS. SIGNAGE IS SHOW FOR REFERENCE ONLY.

-COMPRESSION, NONE

DECORATIVE BUILT-OUT ELEMENTS TO BE DEMOLISHED AND REMOVED.

-FONT 1S STANDARD BOLD CONDENSED NOT USED.
_CENTERED ABOVE DOOR FRAME NEW PARAPET EXTENSION, SEE WALL SECTIONS ON SHEET A7 AND STRUCTURAL PLANS.
NOT USED.
EXISTING PROTECTIVE BOLLARDS TO REMAIN.
NOT USED.
DEMOLISH EXISTING COPING, GUTTERS AND DOWNSPOUTS
WALL MOUNTED LIGHT FIXTURE — REFER TO ELECTRICAL DRAWINGS FOR ADDITIONAL INFORMATION.

OVERFLOW ROOF DRAIN SPOUT. SEE PLUMBING PLAN.
RAIN DEFLECTOR ATTACHED TO MASONRY- REFER TO DOOR HARDWARE SCHEDULE.
PROVIDE AND INSTALL WINDOW TINT ON INSIDE FACE OF GLASS. GC TO VERIFY STOREFRONT TYPE IN FIELD PRIOR
TO PURCHASE.

LLUMAR SINGLE PANE: DL 05 GR SR CDF: GRAY

ROLL UP STEEL DOOR — REFER TO DOOR SCHEDULE FOR ADDITIONAL INFORMATION.

ADDRESS DETAIL

© & SPOLOY VO LBOLHS OO
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9 NOT USED. DOUBLE PANE: DR 15 SR CDF: GRAY
SCALE: 1/2" =1'-0" HOLLOW METAL DOOR AND FRAME PAINT TO MATCH COLOR OF ADJACENT WALL SURFACE. NEW EIFS TO ALIGN WITH EXISTING STUCCO FINISH. PAINT PER AAP  STANDARDS. EIFS SHALL BE QUTSULATION Virginia License # 009213
MD AS MANUFACTURED BY DRYVIT AND SHALL BE INSTALLED PER MANUFACTURERS SPECIFICATIONS.
NOT USED.
) 3 <
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A B C D E F G L M N P Q
(ALL LUMINARIES MAY NOT NECESSARILY BE USED ON PROJECT)
e - LAMPS PER FIXTURE MARKS
P QTY. | MANUFACTURER | MODEL NUMBER o | OSRAN/ETLAVANIA TYPE UATTS | VOLTAGE COLOR MOUNTING REMARK
D, 50 Us LED DGl-2-1-35-1-2-PUE-UNVI-4100-2 350 | LED oo | nerm WHITE 10'-0" AFF. NOTES 1230 .
811 Cromwell Park Drive, Suite 113
o Us LED DHI-2-1-35-1-2-PUJ-UNV2-12050-2 s | LED 5 | nosn WHITE TOBOTION OF BAR  INoTes 12310 Clon i, Moot 31081
(2) 9 WATT KRYPTON CONNECT DC WIRING TO L2M@L2M.com
@ 3 LITHONIA ELM&54 2 INCLUDED 30 oY WHITE BOTTOM OF JOIST EU FIXTURE, NOTE & g:)((me ﬁgi@ggﬁ%
(2) 8 WATT HALOGEN CONNECT REMOTE FIXTURES
@ 5 LITHONIA ELA-T-Hog06 2 INCLUDED 2 22" WHITE BOTTOM OF JOIST TO EL FIXTURE, NOTE & ENGINEER OF RECORD:
8'-0" AFF. @ RESTROOM // .
& 3 Us LED GTR2-11-35-0-PUB-UNV2-1050 144 | LED 215 | 1o WHITE 2o e vESTBULE | NOTES 123 Craig Kalhoefer, P.E.
DSXWl LED 10C 350 52K T3M MvOLT REFER TO ARCH. ELEV.  |NOTES 15 CONSULTING ENGINEER
Q) 3 LITHONIA DSSXD o | LED 1321 20 SANDSTONE FOR MNT'G HT'S FIXTURE NOT TO BE PAINTED 6928 W. LINEBAUGH AVE. + STE. 101
DexWl LED 20C 1202 52K T3M MYOLT REFER TO ARCH. ELEV. NOTES 15 TAMPA, F.LORIDA 33625
() 1 LITHONIA | Deexp 20 | LED 41 20 SANDSTONE FOR MNT'G HT'S FIXTURE NOT TO BE PAINTED T o aae
WHITE W/ RED | REFER TO ARCH. ELEV.
50 3 LITHONIA LHQM-5-W-3-R-HO - LED - INCLUDED 3 1o/211 LETTERS FOR MNTG HT'S NOTES 12,1
REFER TO ARCH. ELEV. CONNECT REMOTE FIXTURES
&b 2 LITHONIA ELA-T-6CS-WP - 5.4 LAMPS INCLUDED 12 120/271 FOR MNT'G HT'S TO "L" NOTE 1
(2) 5.4 WATT KRYPTON REFER TO ARCH. ELEV.
& 2 LITHONIA ELM 2 NCLUDED 20 6V WHITE EoR TG HT'S NOTES 12,8
LIGHT FIXTURE SCHEDULE NOTES:
. ELEC. SHALL FURNISH AND INSTALL ALL LUMINARIES AND LAMPS AS SPECIFIED. LUMINARIES AND LAMPS SHALL BE ORDERED THROUGH ADVANCE AUTO PARTS NATIONAL ACCOUNT. REFER TO @ @ /@ \
RESPONSIBILITY MATRIX SHEET Tl FOR ORDERING INFORMATION. - CLA-13 1A= | B3 A T
‘ ! A-33
2. ELEC. SHALL BE RESPONSIBLE TO SUPPORT LIGHT FIXTURES WITH UNISTRUT THAT I8 INSTALLED TO ALLOW FOR ADJUSTMENT OF LIGHT FIXTURES AFTER FIXTURES ARE INSTALLED. LIGHT EIXTURES SHALL 0 & @
BE INSTALLED A% DIRECTED.
3. REFER TO ARCHITECTURAL REFLECTED CEILING PLAN FOR EXACT LOCATION OF ALL LUMINARIES. [
A-39/NL A-1 Ap < AN
4. IN "STAGING" DIRECT MOUNT FIXTURE BELOW STRUCTURE, KEEP AS HIGH AS POSSIBLE. L | 1. A-39 | [ HILL PHOENIX POUERPLUS
EU — >A-5, INTEGRATED POWER DISTRIBUTION
5. J-BOXES SHALL BE MOUNTED ON INTERIOR OF CMU ABOVE CEILING, CONDUIT SHALL BE CONCEALED IN CMU TO FIXTURE ON EXTERIOR. EY | A-38
A3 : : CABINET WITH EMS IFP ENERGY
6. MAXIMUM OF TWO (2) TYPE "EU" (4 INDIVIDUAL REMOTE HEADS) MAY BE CONNECTED TO A SINGLE TYPE "EL" UNIT, ! | :ﬁg‘éﬁéf‘fm SYSTEM. SEE RISER,
A-1 A-5 :
1. MAXIMUM OF TWO (2) TYPE "XU" (4 INDIVIDUAL REMOTE HEADS) MAY BE CONNECTED TO A SINGLE TYPE "XL" UNIT. , | < (] o=
| A ———
8. FOR USE WHEN RESTROOM EMERGENCY LIGHTS ARE REQUIRED BY LOCAL CODE. @A[m | | | (TYA) _,H> « @ >
- ‘ A-5 ‘ A--]‘ < < >x<
8 NOT USED. , , | | Ai‘?@ Pl =
| | o <
0. PROVIDE 5' WHIPS ON FIXTURES "A" LIGHT FIXTURES TO ALLOW ELECTRICIAN TO ADJUST FINAL LOCATION AFTER STORE FIXTURES ARE SET. (SEE LIGHT FIXTURE SCHEDULE NOTE 2 ABOVE) | ! | | E b
A-1 A-5 | |
' - | | ~
: I | | | »
| |
NOTE N\ A-5 A-1 | =
L IGHTING PLAN KETYED NOTES SEE ARCHITECTURAL REFLECTED CEILING PLAN IR T = | €
FOR LIGHTING LOCATION DIMENSIONS 3 | | 17 | AP
| |
@ ELEC. SHALL FURNISH AND INSTALL ONE (1) 20-AMP CIRCUIT TO JUNCTION BOX LA A'ﬁ%'. L
FOR BUILDING SIGN. J-BOX SHALL BE LOCATED DIRECTLY BEHIND "u" IN Auto. o -
CLEARLY MARK J-BOX "FOR SIGN COMPANT". SIGN COMPANY TO MAKE ALL | < <
FINAL CONNECTIONS TO SIGNS. SEE ARCHITECTURAL ELEVATIONS FOR EXACT | Al
LOCATION OF ALL SIGNS. SIGNS SHALL BE FURNISHED WITH DISCONNECT SWITCH. | |
ELECTRICAL CONTRACTOR SHALL ROUTE CIRCUIT TO PANEL, FINAL CONNECTION |
TO EMS PREFAB PANEL AND REMOTE OVERRIDE PUSH-BUTTONS BY AAP A |
VENDOR (TELETROL) Wy _ — A9 — ——A] l_ "
A- -l CENTE
@ DUPLEX RECEPTACLE FOR GREETER/SECURITY MONITOR COORDINATE FINAL T <5> | TOILET ROOM
LOCATION. REFER TO SHEET EI FOR CIRCUITING AND MOUNTING INFORMATION. | - e)

<3> POUWER PLUS INTEGRATED SWITCHGEAR AND INTERNAL EMS SUPPLIED AND
INSTALLED BY ELECTRICAL CONTRACTOR LIGHTING CIRCUITS SHALL BE
ROUTED TO PANELS BY EC. RECONNECTION AND FINAL CONTROLS THROUGH

i
| \
] | :

EMS SYSTEM BY AAP VENDOR (TELETROL). ELECTRICAL CONTRACTOR SHALL [ |- ————
PROVIDE LIGHTING HOMERUNS. i | | | _ |
@ SWITCHBANK FOR CONTROL OF LIGHT FIXTURES LOCATED IN DAYLIHGT ZONES. | | | | | | ! | | L |
LIGHT SWITCH TO MANUALLY OVERRIDE EMS "ON" FUNCTION FOR LIGHTS SHOUN. : | | | ] | _|EA-‘
| | E [m] 1
E> ROUTE CIRCUIT VIA DAYLIHGT CONTROL SWITCHBANK. SEE NOTE 4. Iﬁ EU) j A-39 / NL A - |
| ﬁ: | 74 L] | —
T U A- e 5, ©
} i j < pA2Ne LI S
LIGHTING GENERAL NOTES: = | \ \ ] _ | =
| PROVIDE NEW SWITCHES AND SWITCH COVERS. COLOR SHALL A %: {zAﬁ ! - | @ -
BE WHITE At w
(N | ‘ ‘ ‘ | ‘ . ] - Ha ll z
2. EMERGENCY BATTERY UNITS AND EXIT SIGNS SHALL BE | | | 1 | <& A-ll s S
CONNECTED TO THE NORMAL LIGHTING CIRCUIT AHEAD OF ANY i . = | | e
SWITCH, }ﬁ“) . Jéj A-1 2 A3 T
3, ELECTRICAL CONTRACTOR SHALL PLACE OIL/BATTERY ae | = i I
LIGHTING AFTER RACK 1§ SET. = | | | - L ! — .
I | \ \ \ \ i \ 1Al EU I]
4, ELECTRICAL CONTRACTOR SHALL ADD 5'-2" WHIPS ON ALL A5 === | I
MERCHANDISE AREA LIGHT FIXTURES. I N L_A-S D N _ | I 2
5. LIGHTING SHALL BE MOUNTED AT MIN. 14'-0" AFF LED E | | | j N | } E
| \ \ \ \ | N N e e
6. ELECTRICAL CONTRACTOR SHALL PROVIDE AND INSTALL i @ M | 7\ 0|8
CONDUITS ¢ CIRCUITING OF LIGHTING BACK TO PANELS. FINAL —_— ‘.:’, S | T i Z|a
HOOK UP TO EMS LIGHTING CONTROLS BY TELETROL VENDOR | — - ! (TYP) T I g
I = e -19
7. LIGHTING SHALL BE INSTALLED DOUN CENTER OF AISLES, @ E } } } } | o 7 —! | iR w
e — — — — — — — —1:'1—4 _ 77 — - J
FLECTRICAL CEILING LEGEND B W
(ALL SYMBOLS MAY NOT NECESSARILY BE USED ON PROJECT), | | | | | s =
T ; ; T ‘ - ] ?X?A-BB T T I
sm O . QE&CElETION; [F it it | A_2I [ H % L -33 . 1t 1t 1 HA-2IH 1t 1]
4inX 48in. LINEAR LED LUMINAIRE W & <> W)
DAE GROSS SO, FT,
IXI SOFFIT LUMINAIRE 6/22/15 6080 SF
EXIT SIGN WITH BATTERY BACK UP 5.1 BROECTE 15157

peam B KM

INTERIOR EMERGENCY LUMINAIRE
gEx B CK

EXTERIOR DECORATIVE WALL LIGHT

EXTERIOR WALL PACK

o
(%)
VATEA
YA\
/3
OCCUPANCY SENSOR WITH DUAL TECHNOLOGY
(ULTRASONIC AND INFRA RED) AND OFF SWITCH. WALL
MOUNT AT 48" AFF.
RESTROOMS: HUBBELL *ATI2711WI

@ LIGHTING LUMINAIRE SYMBOL TYPE. REFER TO LUMINAIRE
SCHEDULE
A-XX INDICATES PANEL DESCRIPTION ¢ CIRCUIT NUMBERS LIGHTING PLAN,
20 AMP, 125 VOLT DUPLEX RECEPTACLE FLUSH MOUNTED SCHEDULE &
® IN SUSPENDED CEILING TILE, UN.O. WHITE COLOR. N ELECTRICAL LIGHTING PLAN

NOTES

E3 / SCALE: I/8"=I'-0"
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